PESOS DE BARRAS DE ACO POR METRO LINEAR O

POL. | mm kg/m POL. | mm | kg/m
1/8 3,18 0,062 3.1/2 88,90 | 48,68
3/16 4,76 0,14 3 5/8 9208 | 5222
1/4 6,35 0,25 3 3/4 9525 | 55,88
5/16 7.94 0,39 37/8 98,43 | 60,67
3/8 9,53 0,56 4’ 101,60 | 63,58
7/16 11,11 0,76 41/8 104,78 | 67,62
1/2 12,70 0,99 4 1/4 107,95 | 71,78
9/16 14,29 1,26 4 3/8 111,13 | 76,06
5/8 15,88 1,55 4.1/2 114,30 | 80,47
11/16 17,46 1,88 4 5/8 117,48 | 85,01
3/4 19,05 2 24 4 3/4 120,65 | 89,66
13/16 20,64 2 62 47/8 123,83 | 94,44
7/8 2223 3,04 5” 127,00 | 99.8
15/16 23,81 3,49 5 1/4 133,35 | 109,5
1” 25 .40 3,97 5.1/2 139,70 | 1202
11/16 26,99 449 5 3/4 146,05 | 131.4
1.1/8 28,58 5,03 6’ 152,40 | 143.1
1.3/16 30,16 5.60 6 1/4 158,75 | 1552
1.1/4 31,75 6,21 6.1/2 165,10 | 167.9
15/16 33,34 6,85 6 3/4 171,45 | 181,1
1.3/8 34,93 7.51 7’ 177.80 | 1947
17/16 36,51 8,21 7 1/4 184,15 | 2097
1.1/2 38,10 8,94 7.1/2 190,50 | 2238
19/16 39,69 9,70 7 3/4 196,85 | 2389
15/8 41,28 10,49 8’ 20320 | 2546
111/16 | 42,86 11,32 8 1/4 209,55 | 2707
1 3/4 44,45 12,17 8.1/2 21590 | 2874
113/16 | 46,04 13,06 8 3/4 22225 | 304,6
17/8 47 63 13,97 9’ 22860 | 3221
115/16 | 49,21 14,92 91/4 23495 | 340,3
2" 50,80 15,90 9.1/2 241,30 | 3590
2 1/16 52,39 16,91 9 3/4 24765 | 3781
21/8 53,98 17,95 10” 254,00 | 397,8
2 3/16 55,56 19,02 10 1/4 | 260,35 | 4179
2 1/4 5715 | 20,12 10.1/2 | 266,70 | 4385
2 5/16 58,74 | 21,25 103/4 | 273,05 | 4597
2 3/8 60,33 | 22,42 11” 279,40 | 4812
2 7/16 61,91 23 61 111/4 | 285,75 | 5034
2.1/2 63,50 | 24,84 11.1/2 | 292,10 | 526,0
2 9/16 65,09 | 26,10 11 3/4 | 298,45 | 5491
2 5/8 66,68 | 27,38 12” 304,80 | 5727
211/16 | 68,26 | 28,70 121/4 | 311,15 | 596,0
2 3/4 69,85 | 30,05 12.1/2 | 317,50 | 620,9
213/16 | 71,44 | 31,44 12 3/4 | 323,85 | 646,0
27/8 73,03 | 3285 13” 330,20 | 672,6
2 15/16 | 74,61 34,29 131/4 | 336,55 | 6973
3" 76,20 | 35,77 13.1/2 | 342,90 | 7243
31/8 79,38 | 38,81 133/4 | 34925 | 7512
3 1/4 8255 | 41,88 14” 355,61 | 779,7
3 3/8 8573 | 4527 14 1/4 | 361,96 | 806,5




